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FLP-5213BPM                                                         TECHNICAL DRAWING                                                    TEMP.& WATER PRESSURE 
REQUIREMENTS                                                       

Working Pressure: 1~3 bar                                                      

Required Temperature: 5-65℃                                                     

Note: Above are the recommended values for getting 
Conventional Output.                            
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HOW TO INSTALL                                                      
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Insert Pop-up Rod & Pop 
up valve Attachments & 
connect hot & cold water 

Fix Pop up Rod & Pop up valve Attachments.

Rod to Pop-
up Valve                                                     

Adjust Lever Function 
& Length of Rods, by 
these Screws.                                                    

D E

Add Bottle trap 
or Drain System.

Clamp Flange & 
tighten Bolts.
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HOW TO OPERATE                                                      

Hot 
Water                                                      
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Cold
Water                                                      

Extended Hose Function ,Hose 
can be Pull outside for Specific 
Cleaning Requirements.                                                    

Hold Water                                                   

Pull & Press 
Function 
Lever, Pull 
for Hold 
Water into 
basin & Push 
Lever to 
Drain Water                                                  

Lever Pull 
Condition                                                

Lever Released or 
Pressed Condition.                                         

No Water                                                   
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CLEANING INSTRUCTIONS                                                      

De-Scale Water                                                      
Liquid Soap  
PH-5-7                                                    1 hour Dip                                                      Aerator                                                      

Steps & Cleaning agents requirements for Aerator Cleaning.                                                
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